
Two-Stage Oil-Free 
Reciprocating Air 
Compressor
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www.elgi.com 5 - 15 HP / 3.7 - 11 kW
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ELGI EQUIPMENTS LIMITED
CORPORATE OFFICE: Trichy Road, Singanallur, Coimbatore - 641005, 

T: E:  w:+91-422-2589555,  enquiry@elgi.com, www.elgi.com 

Customer care mobile no.: +91 92821 11224 (SMS only)   

Toll-free no: 1800-425-3544 (applicable for India only)

Distributed by

For so many of our customers, seeing 
is believing. They know a quality-built 
machine when they see it. That’s why 
every part on a ELGi compressor is a 
quality part. 

This speaks to the engineering and 
design of our products. Our R&D is 
dedicated to designing machines that 
run cooler, cleaner and longer... that are 
easy to service... with longer service 
intervals.  

Here is where we back our pledge,
Our industry leading warranties,
parts availability and call centers
staffed by experts assure peace-of-
mind to our customers.

AIR UP.

UPTIME Design UPTIME Components UPTIME Assurance
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Technical Specification

3m /hrHP cfmkW mm kg

Model
Motor Power Free Air Delivery

Note:
• Maximum operating pressure is 10 bar
• Free air delivery measured in accordance with IS 5456 
• BM - Base Mounted

ELGi Airmate Accessories

• Capacity : 50-2000 cfm
• Max. Working pressure : 16 bar g 
• Media : Condensate

Drain Valves

Timer controlled and zero loss
Working pressure : 7-60 bar

Downstream filter

Dessicant Air Dryer
• Capacity : 10-45 cfm
• Max. working pressure : 16 bar g Working pressure : 7-60 bar

Refrigeration Air Dryer
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