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Fitting all your needs Reliable as ever

Safety and capacity ensured with Assured longer life with Starter and pressure switch Maintenance free Stainless
ASME designed receiver tank castiron and forged steel components of proven reliability over time steel valve plates
Premium Features* The Direct Drive Advantage
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IE2 6 pole motor
50°C/122°F flow 2
N Provision to run top
block independently
based on varied air
Low noise level 9% lesser demand -Demand
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Values in comparison with conventional belt drive models
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Technical Specification

Maximum Free air

o Lo e | oo [
3.0 2.2 950 12 175 261 9.2 570

TS03LD 1310 1020

TS05LD 5.0 3.7 960 12 175 439 15.5 1590 595 1045 190
TS 07 LD 7.5 5.6 960 12 175 680 24 1640 635 1110 255
TS10LD* | 100 = 7.5 960 12 175 906 32 1915 635 1175 400

« Free air delivery measured in accordance with IS 5456 at a rated pressure of 10 kg/cm?
+ Due to continuous engineering improvement, technical specifications are subject to change without prior notice. *-Duplex - 2 x 5 hp

Genuine Spares

For enhancing performance and productivity

220
220

500

Typical Compressed air supply system

Particle Refrigerant Fine Carbon Compressed
Filter Air dryer Filter Filter Air
Condensate
Disposal
Direct Drive
Compresso .

Oil/Water

- Compressed Air - Coolant Water - Hot Separator
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Power | Comp.speed| \yorking Pressure delivery Dimensions in mm Weight | Air receiver
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